Inverter Charger Combination

12VDC CS0625L CS1040L CS2080L
Model No. 24VDC CS0615M CS1020M CS2040M CS3060M CS4080M

Inverter
Nominal voltage (VDC) 12124148
Power 30mins @25°C (W) 600 1000 2000 3000 4000
Cont. power@25C (W) 600 1000 1800 2500 3600
Cont.power @40°C (W) 600 1000 1500 2000 3000
Cose 0.9~1
Surge 300%
Output voltage (VAC) 230/11042% 230+2%
Output frequency 50/60Hz £0.1%
2V 89%
Efficiency (MAX) 24V 92%
48V 95%
UPS mode 184~264/92~132 184~264
Bypassiianga (VAQ) GEN mode 160~280/80~140 160~280
Crest factor 31
THD <3%
Zero load power (W) 17 22 14 15 18
Zero load power (power save mode) (W) 4 5 35 4 45
Output circuit breaker (A) 5 10 15 30 30
Overheat protection Auto disconnect
Overload protection Auto disconnect
Shortcut protection Auto disconnect
Charger
Nominal output voltage (VDC) 12124148
Max output current (A) - adjustable 25115 40120 80/40 60/30 80/40
AC input range (VAC) UPS mode 184~264/92~132 184~264
GEN mode 160~280/80~140 160~280
Battery types AGM / GEL / LFP / Flooded
Absorption time Variable
Temperature compensation -4mV/°C/cell
Charger circuit breaker (A) 5 10 15 30 30
Other Data
Transfer time (ms) UPS mode 1
GEN mode 20
Transfer switch (A) 40
Dry contact 3
Battery connector M8 x 2
AC terminal Terminal block (M3 screw)
Mechanical Data
Enclosure Steel with powder paint
Dimension (mm) (max) 444 x 186 x 135 512x216x176
Net Weight (kg) 9.5 14 16 185 225
Cooling Forced fan
Protection P20
Standard
Safety EN60950-1
EMC EN61000-6-3, EN61000-6-1
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